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... The coordinator is responsible for cluster and service management. ... 3. For each device that the 

user wishes to designate as a coordinator, the user needs to install the Mobile Gaia middleware, 

configure the space names that it is permitted to coordinate, and the public ... 
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... of add-on cluster-management functions or more extensions to existing single-system 
management capability ... Providing the cluster with a single external name (IP address) has proven 
difficult because ... One approach has been to designate one IP address per service and use IP ... 
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... At the bare minimum, any potential execution node in a personal space should be running the 

cluster management service, otherwise, the node will not be discoverable. ... names. Because 

user may designate more than one device to be a coordinator (this is useful in ... 
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... The selection process consists in designating locally the device with the lowest ID ... Information 

requests, cluster management, backbone-driven information injection and also distribution of 

that information ... neighbors, ie more connections to other devices than each device in the ... 
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... The selection process consists in designating locally the device with the lowest ID ... Information 

requests, cluster management, backbone-driven information injection and also distribution of 
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... Clusterheads are responsible for cluster management, such as scheduling of the medium access, 
dissemination of ... One of the first and most influential cluster-based protocols is LEACH [1 0]. ... The 
selection process consists in designating locally the device with the lowest III as ... 
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... CLUSTER MANAGEMENT INFORMATION ATTRIBUTE INFORMATION Fig. 19 STORAGE 0 

STORAGE 1 STORAGE 2 STORAGE 3 Page 14. US 6,388,908 Bl RECORDING SYSTEM, DATA 

RECORDING DEVICE, MEMORY DEVICE, AND DATA RECORDING METHOD ... 

Cited by 1 - Related articles - All 3 versions 

Recording/reproducing device and recording/reproducing method 

T Tabuchi, N Ohta - US Patent App. 09/808,163, 2001 - Google Patents 

... 52) US CI 369/47.12; 369/53.37 (57) ABSTRACT A recording/reproducing device and a ... 

Designating Management, Table Unit (255 Slots) •* i ui Jl L V A iui ji L w ... 1 0 1 1 12 13 1 1 1 1 1 1 1 1 

11111111 11111111 11111111 11111111 11111111 11111111 00000000 Cluster H Cluster ... 

Cited by 2 - Related articles - All 2 versions 

^ Create email alert 

Goooooooooogle^ 

Result Page: 1 2 3 4 5 6 7 8 9 10 Next 



I cluster management and designate Search 



Go to Google Home - About Google - About Google Scholar 
©2010 Google 

file:///C|/Docimief'0and"0Sett ^ebeot/My ODoc n ts/eRd/ OFo e"20maia<» et Oat d o Ode siat n„ „20de ce '0 .'0Goo»le 20Scl olat 1 m ( of )9/ 0/2010 9:56:11 AM 



